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NOTES

1, DESIGN SPECIFICATION: AC1-318-83

'2..-":_‘._CQNCRE]1E . Shall have -a minimum-.28.- day streagth of 4000 psi. Air entram‘-"

‘ment - shall be-6 /2 percent . Maximusy shump: at timeé of placement shall be 4
inches. Ceoncrete sholl not contain less than 6.2 bgs. of cement per yard.

3. “REINFORCING STEEL: To .be ASTM A615..grade 60. .Bending dimensions &reé out to

out.- Tolerances for placing reinforcement, in the direction of the
thickness: of the mewmber, shall be * 1/2 inches.

4. HORIZONTAL CONSTRUCTION. JOINT: ~ On footings shall be clean free of laitance

_and. intentionally roughened to-a full amplitude of approximately 1/4
inch. Cmtfuctm joints. shall be allowed only where shawn on plans.

5. -IR&NSVE&SE EXPANSION }OIN-TS - 1o be-placed at 30 foot spacings. Use 34"

thick asphait mweg‘»a&ed ﬁberbeardf No dowels or key required.

" 6. -F{ETER CLOTH"* Shall be pervious .sheets of st:ong rot"proof plastrc fabric

mee*tmg thé fol w;ng specnfrcatrdns*

Eeiﬂ-tva it Qpemng Size = ‘0117 in {mammum), 0059 in {minimum)

7. BACKFILL X PAﬁTlONx May-- ‘bé -obtained by . jetc&m.g._ or flooding ¥ the contrace
: =por “feels proper .compaction -can be obtained by thése methods. At time
of ;acceptance of the wark by the -engineer.the toe of the swpe shatl be
'a-tufleast 3" above top.of wall.. ,

8. WIRE MﬁKETS Shall .be. filled-with. a-clean.well graded gravel, and Fiemly

attached to the wall jprios - to. the: baekﬁtllmg aperation as gfrected

ORDER OF = HEIGHT OF WALL . wipTH
STANDARD DIMENSIONS -~ INVERT DEPTH

CITY OF MEMPHIS

DESIGN STANDARD

Revised Weep Hole [Revised Conc. note to

ot agreg with specs,
&LOQ. 02/89 —/122?&2 - 06/88

FOR
_|Concrete Channel Lining
ADDITION OF FQOTING [P T I 1 n
TO CONC. CHANNEL . For Wall Height of O-0 to 7-0
ﬂ:__ouso 2




